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WIDE PLANK FLOORING + ANTIQUE BUILDING MATERIALS

On-Site Finish

Antique DOUGLAS FIR
RECLAIMED FLOORING – VIRGIN TIMBER FROM AGED STRUCTURES

structural timbers to furniture making. Often characterized by a vertical or 

the American Southwest, as well as a key element in turn-of-the-century Arts 

reclaimed from old factories and warehouses in the form of structural beams, 
timbers and joists.

DISTINCTIVE ATTRIBUTES

grained; the wood may also contain wavy or spiral grains. Virgin-forest Douglas 

SOLID FLOORING SPECS:

taken from old wooden structures such as barns 
and factory buildings. 

BOARD  WIDTHS 3” to 12” 

BOARD  LENGTH 2’ to 12’ 

PLANK
THICKNESS

3/4”,  5/8”,  1/2”  (3/8” & 
11/16" available) 
(5/8” up to 8” only)
(3/8”, 1/2” up to 6” only)

FINISH OPTIONS
-  authentic hand-scrape
-  machine hand-scrap
-  wire brushing
-  end-matching to 10”

ENGINEERED FLOORING SPECS:

stability - featuring a surface layer of real 
hardwood glued over a plywood core. 

BOARD  WIDTHS 3” to 12” 

BOARD  LENGTH 2’ to 12’ 

PLANK THICKNESS 5/8”   (3/4” & 11/16" 
available)

WEAR LAYER 4mm

PLYWOOD 8-ply Baltic Birch

FINISH OPTIONS
-  authentic hand-scrape
-  machine hand-scrap
-  wire brushing
-  end-matching to 10”

characteristics and beauty. While our samples provide a close 
representation of each specie, they are for photo reference 
only and cannot exactly match the end product.

EDGE MILLING OPTIONS

Square Round-Over Micro-Bevel


